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SK210-2S Blind Receiver - Countersunk Flange
For CLoc SK2000 sw0s Series Fasteners

Outer Panel Hole (To .065)
Outer Panel Hole (Greater than .065)

Support Hole

Tap

Length
Protruding  Outer Panel

Stud Thickness(1)

SK26S51-3 .010-.030
SK26S51-4 .030-.060
SK26S51-5 .090-.110
SK26S51-6 .110-.130
SK26S51-7 .130-.160
SK26S51-8 .160-.190
SK26S51-9 .190-.220
SK26S51-10 | .220-.250
SK26S51-11 | .250-.280

Drill .257
Drill .281
Drill 13/32
1/2-13
.600
Total Protrusion = .670 (Support Panel Minimum Thickness .670 for no
stud protrusion
Flush Outer Panel
Stud Thickness(1)
SK28S3-5S .010-.030
SK28S3-6S .030-.060
SK28S3-7S .060-.090
SK28S3-8S .090-.110
SK28S3-9S .110-.130
SK28S3-10S .130-.160 :
SK28S3-11S .160-.190 -

Note (1): SK210-2S Receiver is non-adjusting and is not recommneded for slotted or winged studs. Proper stud length
required.
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SK210-3S Blind Receiver - Adjustable Depth
For CLoc SK2000 s Series Fasteners

Outer Panel Hole (To .065)

Outer Panel Hole (Greater than .065)

Note:

Drill .257
Drill .281
Drill 13/32
1/2-13
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450 Minimum Support Thickness. When Stud is engaged,

Total Protrusion = .520 (Support Panel Minimum Thickness .520 for no
stud protrusion

Support Hole

Tap

Length
Protruding Outer Panel

Stud Thickness(1)

SK26S51-1 .090-.110
SK26S51-2 .110-.130
SK26S51-3 .130-.160
SK26S51-4 .160-.190
SK26S51-5 .190-.220
SK26S51-6 | .220-.250
SK26S51-7 | .250-.280
SK26S51-8 | .280-.310
SK26S51-9 | .310-.340
SK26S51-10 | .340-.370
SK26S51-11 | .370-.400

Flush Outer Panel

Stud Thickness(1)
SK28S3-1S .030-.060
SK28S3-2S .060-.090
SK28S3-3S .090-.110
SK28S3-4S .110-.130
SK28S3-5S .130-.160
SK28S3-6S .160-.190
SK28S3-7S .190-.220
SK28S3-8S .220-.250
SK28S3-9S .250-.280
SK28S3-10S .280-.310
SK28S3-11S .310-.340

Note (1): Assumes SK430-168S is set flush with support panel surface. All values decrease for the given stud if
SK430-16S receiver is set below inner panel surface. All values increase if receiver is protruding.
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SK211-2S Nut Retained Receiver
For CLoc SK2000 Series s« Fasteners

Outer Panel Hole (To .065)

Outer Panel Hole (Greater than .065)

Support Hole

Min/Max Recommended Support Panel Thickness

Protruding  Outer Panel

Stud Thickness
SK26S51-2 .010-.040
SK26S51-3 .040-.070
SK26S51-4 .070-.100
SK26S51-5 .100-.130
SK26S51-6 .130-.160
SK26S51-7 .160-.190
SK26S51-8 .190-.220
SK26S51-9 .220-.250

SK26S51-10 | .250-.280
SK26S51-11 | .280-.310

Drill .257
Drill .281
Drill 1/2 Inch
0 to 1/4 Inch

Flush Outer Panel
Stud Thickness
SK28S3-4S .010-.040
SK28S3-5S .040-.070
SK28S3-6S .070-.100
SK28S3-7S .100-.130
SK28S3-8S .130-.160
SK28S3-9S .160-.190
SK28S3-10S .190-.220
SK28S3-11S .220-.250
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SK430-16S Blind Receiver - Adjustable Depth
For CLoc SK4003 015 Series Fasteners

Outer Panel Hole (To .065)

Outer Panel Hole (Greater than .065)

Support Hole
Tap
Length
Phillips Outer Panel
Stud Thickness(1)
SK4003-2S .330-.360
SK4003-3S .360-.390
SK4003-4S .390-.420
SK4003-5S 420-.450
SK4003-6S 450-.480
SK4003-7S 480-.510
SK4003-8S .510-.540
SK4003-9S .540-.570
SK4003-10S .570-.600
SK4003-11S .600-.630
SK4003-12S .630-.660
SK4003-13S .660-.690
SK4003-14S 690-.720
SK4003-15S .720-.750
SK4003-16S .750-.780
SK4003-17S .780-.810
SK4003-18S .810-.840
SK4003-19S .840-.870
SK4003-20S .870-.900
SK4003-21S .900-.930
SK4003-22S .930-.960
SK4003-23S .960-.990
SK4003-24S .990-1.020
SK4003-25S 1.020-.1.050

Drill 15/32 Inch
Drill 1/2

Drill 13/32
1/2-13

.800 Note: .800 Minimum Support Thickness without protrusion

Note (1): Assumes SK430-16S is set flush with support panel surface. All values decrease for the given stud if
SK430-16S receiver is set below inner panel surface. All values increase if receiver is protruding. A17
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Heavy Duty 3-Piece CLoc 4003 Series

SK4003 Series

Studs
SK4003-2S
SK4003-3S
SK4003-4S
SK4003-5S
SK4003-6S
SK4003-7S
SK4003-8S
SK4003-9S
SK4003-10S
SK4003-11S
SK4003-12S
SK4003-13S
SK4003-14S
SK4003-15S
SK4003-16S
SK4003-17S
SK4003-18S
SK4003-19S
SK4003-20S
SK4003-21S
SK4003-22S
SK4003-23S
SK4003-24S
SK4003-25S

Receiver
SK430-16S

*Note: Panel ranges assume SK430 Receiver is set flush to inner panel surface. SK430 depth is adjustable. Recdivetenséygiror more
for additional panel thickness. Outer Panel - Minimum 5/16 thickness recommended. Inner Panel - Minimum 13/16 étichkmessded.
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CLoc Tooling

Part#
SK-4P3

SK-T26

SK245-PK
SK2600-TS1
SK4002-TS1
Template-213
Template-215
Template-245
Template-245A
Unibit-1
Unibit-3

Skybolt Aeromotive Corp
1-800-223-1963
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Marine Fastenersdesigned for Wood or Fiberglass Hull applications Adjustable

SK40S5S Stud with SK-N3S Grommet Assembly

Phillips Stud/ Grommet Assy to .360 Outer Panel*
Phillips Stud/ Grommet Assy to .390 Outer Panel*
Phillips Stud/Grommet Assy to .420 Outer Panel*
Phillips Stud/Grommet Assy to .450 Outer Panel*
Phillips Stud/Grommet Assy to .480 Outer Panel*

Phillips Stud/Grommet Assy to .510 Outer Panel*

Phillips Stud/Grommet Assy to .540 Outer Panel*
Phillips Stud/Grommet Assy to .570 Outer Panel*
Phillips Stud/Grommet Assy to .600 Outer Panel*
Phillips Stud/Grommet Assy to .630 Outer Panel*
Phillips Stud/Grommet Assy to .660 Outer Panel*
Phillips Stud/Grommet Assy to .690 Outer Panel*
Phillips Stud/Grommet Assy to .720 Outer Panel*
Phillips Stud/Grommet Assy to .750 Outer Panel*
Phillips Stud/Grommet Assy to .780 Outer Panel*
Phillips Stud/Grommet Assy to .810 Outer Panel*
Phillips Stud/Grommet Assy to .840 Outer Panel*
Phillips Stud/Grommet Assy to .870 Outer Panel*
Phillips Stud/Grommet Assy to .900 Outer Panel*
Phillips Stud/Grommet Assy to .930 Outer Panel*
Phillips Stud/Grommet Assy to .960 Outer Panel*
Phillips Stud/Grommet Assy to .990 Outer Panel*
Phillips Stud/Grommet Assy to 1.020 Outer Panel*
Phillips Stud/Grommet Assy to 1.050 Outer Panel*

Variable Depth Adjusts to wide range of Outer Panel Thickness

1/2-13 Screw Thread Receiver (Use 13/32 Drill)

Description
SK4000 Series Plier
All-Metal Cushioned Grip

Snap RingTool (For all SK4002 Grommets)
SK2600-LW Retainer Tool

SK213,215,245 Unlocking Pick Tool Set
SK2600/2700 Installation Set
SK4002 Installation Set
SK213-2 Drilling Template
Pilot Drilling Template for SK215/SK245
Center Hole Template for SK215/SK245
Rivet Mount Template for SK245-4A

StepDrill (15/32)
StepDrill (11/16)

9000 Airport Blvd
Leesburg, FL 34788
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Each 50
$5.94 $5.05
$5.94 $5.05
$5.94 $5.05
$5.94 $5.05
$6.42 $5.46
$6.42 $5.46
$6.42 $5.46
$6.42 $5.46
$6.42 $5.46
$6.96 $5.91
$6.96 $5.91
$6.96 $5.91
$6.96 $5.91
$6.96 $5.91
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$8.33 $7.08
$2.71 $2.30
Each 2-9

$21.00 $16.80

Each 2-9
$19.00 $16.15
Each 2-9
$14.00 $11.90
$35.98 $30.58
$113.00 $105.19
$1.25 $1.06
$1.25 $1.06
$1.25 $1.06
$2.50 $2.13

$20.00 $20.00
$34.00 $34.00
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	SK210-2S   SK2600 Series Blind Receptacle –
	303 Stainless, Fixed Depth, Flush
	SK211-2S   SK2600 Series Nut Retained –
	303 Stainless, Fixed Depth, Plus Flush
	SK210 and SK211 Receivers accommodate all SK2600 Series Panel Fasteners


